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Screening Criteria 
• Source-specific setbacks 
• Multiple source screen 

New Land Use Project 
Residential Development 

Phased Air Modeling 
Step 1 – Lookup risk numbers 
based on peak number of 
vehicles per hour, distance to 
road, and traffic direction 
 
Step 2 – Screening air dispersion 
runs using highest hourly vehicle 
counts, default settings, and 
default meteorology  
 
Step 3 – Site-specific air 
dispersion modeling 

Development of Thresholds  
• Bay Area-wide threshold 
• Safety factors used to 

account for proximity to 
commercial/industrial 
sources and roadways 

Mitigation Strategies 
• Air Toxic Control Measures 
• Source Specific Measures 
• Land Use and Design Features 

Effectiveness of Mitigation 
• Comparison to threshold 
• Monitoring 
• Unquantifiable 
• Community involvement 

Modeled concentrations or risks 
exceed site-specific thresholds? 

NO FURTHER 
ACTION 

REQUIRED 

Below Screening 

No 

Above Screening

Yes 

Determined to 
be effective 

Requires 
Additional 
Mitigation 

Risk Assessment 
using modeled air 
concentrations 
• Default 

Parameters 
• Screening 
      Parameters 
• Site-Specific 
      Parameter 

Note: “---“ optional step 
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